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Step 610 



The operator connects the programming port of a new disposable transmitter into the transmitter 
programming interface of the central station 



Step 620 



The programmer object software in the central station detects the presence of the new transmitter 
and notifies the command processor 
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Step 630 




The command processor uses the message area of the central station display to instruct the 
operator to select a patient tile that is to be associated with the new disposable transmitter 
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Step 670 



The system programs the transmitter and the receiver module with the frequency associated with 
the tile and the transmitter's serial number is store in the tile 




Other information is read out of the transmitter during configuration 
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The user is instructed to enter identifying patient data into the display screen and to write the 
patient's name on the associated transmitter 
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The transmitter is connected to the patient to obtain biomedical data from the patient 
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The operator connects the programming port of a new disposable transmitter into the transmitter 
programming interface of the central station 
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User selects VPO by touching patient file 
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Step 7010 



The system instructs the operator to 
deactivate old transmitter 
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The system instructs the operator to discharge 
the patient that is currently admitted to the tile 
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Step 750 



Yes 



The system instructs the operator to admit a new 
patient to the tile 



The system instructs the operator to 
admit new patient 





The transmitter is programmed to the radio frequency 
of the receiver object 
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Step 7040 




The system instructs the operator to 
deactivate the old transmitter 



Step 780 



The serial number of the transmitter is programmed 
into the receiver object 



Step 7040 



The operator is instructed to write the patient's name 
on the transmitter 
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